








For Cable 
Diameter 

Weight per
100 pcs 

(lbs)

Dimensions  
(in)

A B C
1/32 .05 0.248" 0.086" 0.129" 

3/64 .17 0.390 0.134 0.201 

1/16 .26 0.390 0.170 0.251 

3/32 .53 0.400 0.224 0.369 

1/8 1.57 0.575 0.324 0.429 

5/32 2.24 0.625 0.365 0.592 

3/16 5.12 1.000 0.449 0.671 

7/32 4.45 0.875 0.461 0.713 

1/4 7.87 1.138 0.515 0.810 

5/16 11.55 1.125 0.665 1.010 

3/8 14.76 1.312 0.727 1.110 

1/2 37.70 1.900 0.965 1.480 

For Cable 
Diameter 

Weight per
100 pcs 

(lbs)

Dimensions  
(in)

A B C
3/64 0.05 0.375" 0.133" 0.198" 

1/16 0.09 0.375 0.172 0.250 

3/32 0.32 0.500 0.281 0.406 

1/8 0.64 0.625 0.344 0.500 

5/32 0.80 0.688 0.375 0.562 

3/16 1.55 0.688 0.375 0.562 

7/32 2.22 1.060 0.500 0.750 

1/4 2.52 1.125 0.536 0.812 

5/16 4.50 1.250 0.687 1.032 

3/8 6.07 1.438 0.750 1.156 

1/2 17.60 2.000 1.060 1.625 

Copper Oval Sleeves   Includes Zinc Plated

For Cable 
Diameter 

Dimensions 
(in)

A B
3/64 .14 0.218" 0.203" 

1/16 .19 0.218 0.203" 

3/32 .78 0.328 0.328 

1/8 .70 0.328 0.328 

5/32 1.18 0.328 0.422 

3/16 1.06 0.328 0.422 

1/4 6.10 0.703 0.650 

5/16 5.25 0.703 0.650 

Weight per 
100 pcs 

(lbs)

Copper Stop Sleeves

For Cable 
Diameter 

Weight per 
100 pcs 

(lbs)

Dimensions 
(in)

A B
1/16 0.060 0.156" 0.250" 

3/32 0.250 0.313 0.344 

1/8 0.210 0.313 0.344 

5/32 0.420 0.344 0.438 

3/16 0.390 0.344 0.438 

1/4 0.204 0.688 0.688 

Aluminum Stop Sleeves

Aluminum Oval Sleeves

Zinc Plated
Zinc Plated Copper
Aluminum

•
•
•
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Swage Sleeves



SS Duplex Sleeves

Carbon Flemish Sleeves   Zinc Plated

Wire Rope 
Size (in) 

Weight
100 pcs 

(kg)

Dimension (inch) Max. After 
Swage

Dimensions 
(inch)A B D E C

1/4" 2.27 1 0.66 0.31 0.28 0.47 0.57 

5/16" 6.36 1.5 0.91 0.38 0.44 0.62 0.75 

3/8" 6.36 1.5 0.91 0.47 0.39 0.66 0.75 

7/16" 15 2 1.22 0.53 0.65 0.85 1.01 

1/2" 13 2 1.22 0.63 0.56 0.91 1.01 

9/16" 29 2.75 1.47 0.7 0.63 1.03 1.24 

5/8" 26 2.75 1.47 0.75 0.63 1.09 1.24 

3/4" 40 3.19 1.72 0.91 0.84 1.28 1.46 

7/8" 60 3.56 2.03 1.03 1 1.53 1.68 

1 " 89 4 2.28 1.16 1.13 1.72 1.93 

1- 1/8" 118 4.81 2.5 1.28 1.25 1.94 2.13 

1- 1/4" 161 5.19 2.78 1.44 1.41 2.16 2.32 

1- 3/8" 192 5.81 3 1.56 1.56 2.38 2.52 

1- 1/2" 227 6.25 3.25 1.69 1.69 2.63 2.71 

1-3/4" 366 7.25 3.84 1.94 1.97 3.13 3.1 

2" 514 8.5 4.38 2.25 2.25 3.63 3.56 

2- 1/4" 879 9.56 5.03 2.5 2.53 4.03 4.12 

2-1/2" 1068 10.5 5.5 2.75 2.81 4.5 4.5 

Wire Rope 
Size (in) 

Weight
100 pcs 

(lbs)

Dimensions (in) 
Max. after 

swage
Dimensions 

(inch)L A B C

3/8" 18 1.74 .811 1.13 .157 .76 

7/16" 38 2.02 1.04 1.40 .257 1.01 

1/2" 31 1.99 .960 1.44 .177 1.01 

9/16" 58 2.24 1.22 1.72 .248 1.27 

5/8" 59 2.37 1.23 1.81 .224 1.27 

3/4" 99 3.04 1.44 2.08 .240 1.53 

7/8" 140 3.27 1.63 2.46 .299 1.76 

1" 215 3.35 1.86 2.84 .335 2.04 

A

BCD

E

A

L

B

C
Steel swage sleeves are recommended to be used with 6X19 and 6X37 class IPS, EIPS, 
FC or IWRC wire rope.  If using any other type of construction or grade of wire rope, it 
is recommended to make a breaking load test of the swaged termination to prove the 
adequacy of the assembly to be manufactured. 

• All sleeves stamped with batch identification for easy tracebility. 

Manufactured by “Wirop”
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Swage Sleeves



NOTES
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